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Abstract
Gas turbine blades are subjected to unusually harsh operating conditions—rotating at high
velocities in gas streams whose temperature can exceed the melting temperature of the blade. In
order to survive these conditions, the blade must efficiently transfer heat to an internal cooling
flow while effectively managing mechanical stresses. This work describes a new design strategy
for the internal structure of turbine blades that makes use of architected materials tailored to
reduce stresses and temperatures throughout the blade. A full 3D characterization was first
performed to determine the thermomechanical properties of generalized honeycomb materials
with different design parameters: honeycomb angle and wall thickness. A turbine blade cross
section was then divided into multiple discrete domains so that different generalized honeycomb
materials could be assigned to each of the domains. Optimization of the material assignments
was performed in order to minimize the stress ratio—ratio of the maximum Mises’ stress and
the temperature dependent yield stress—in the entire model. The optimized design showed
substantial improvement with respect to a baseline model; the factor of safety was increased by
171%, while the maximum Mises’ stress and temperature decreased by 42% and 72%
respectively. The use of generalized honeycomb materials allows for local control of the
material properties to tune the performance of the turbine blade. The results of the optimization
clearly indicate that auxetic honeycombs outperform conventional designs; since their lower
in-plane stiffness helps to reduce stresses caused by thermal gradients. Our results demonstrated
the feasibility of using 3D-printing compatible architected materials in turbine blades to
increase their factor of safety and potentially increase operating temperatures to improve
thermal efficiency.

Supplementary material for this article is available online
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1. Introduction

Gas turbines are one of the most versatile and commonly
used prime movers in the world. They are used in a variety
of applications like turbofan engines, turboprop engines, and
gas power plants. Continuous increase in energy demand com-
bined with the need to reduce harmful emissions from fossil
fuel based power generation has created intense interest to
increase the efficiency of gas turbines. Raising the gas temper-
ature at the turbine inlet is one of the most effective avenues to
improve the thermal efficiency of gas turbines, however, this
approach is limited by the maximum allowable temperature of
the turbine blade material [1]. Convective cooling—passing of
cold air through internal passages of the blade body to reduce
temperature—is commonly utilized in high pressure turbine
blades. As a result, the blades can operate in an extraordin-
arily harsh environment with high temperature and pressure.
Environmental effects alone cause substantial stresses in these
turbine blades, with regions of high stress concentration that
are difficult to eliminate and eventually lead to their failure
[2]. Even optimized designs often lead to non-uniform cool-
ing with large, stress-producing temperature gradients across
the turbine blade [3–5].

Gas turbine blades also rotate at very high speeds
(>3600 RPM), which produces mechanical loading from large
centrifugal forces (figures 1(a), (b)). The airfoil cross-section
of the blade, non-homogeneous distribution of cooling chan-
nels, and position of the shroud at the tip of the blade are
necessary for good aerodynamic performance, however, these
elements create a non-uniform stress profile (figure 1(c)) on
the turbine blade [6, 7]. Furthermore, the thermal stress due to
uneven temperature distribution (figure 1(d)) along the blade
exacerbates the stress profile [8, 9]. Thus, the hot gas temper-
ature is restricted by only a small portion of the turbine blade,
which reaches the maximum allowable temperature and stress
levels, while the rest of the blade operates below those levels.
It would be desirable to have a turbine blade design which gen-
erates lower and more uniform thermal and mechanical stress
fields while maximizing the cooling of the blade in order to
improve the efficiency of gas turbines.

The capability to vary the thermomechanical behavior and
density of a material throughout a turbine blade would enable
a design that minimizes the peak stress generated during its
operation. Such functionally graded properties can be obtained
by using architected cellular materials, where freedom in spe-
cifying material properties comes from the ability to modify
the local cellular architecture [10–14]. Additionally, ordered
cellular architectures can efficiently transfer the properties of
bulk materials to lower densities materials while harnessing
beneficial aspects of material anisotropy [15–19]. Moreover,
the porosity of cellular architected materials uniquely bene-
fit turbine blade design in two ways: (i) the porous structure
also serves as an efficient heat exchanger to improve convect-
ive cooling between the blade and the cooling air; (ii) a gradual
variation in relative density, from fully solid towards void, can
be achieved in the porous material to decrease steep stress and
temperature gradients.

Topology optimization has been a popular method to design
mechanically efficient cellular materials. Cheng et al used
topology optimization of graded lattice structures (beam-
based open-cell structures) subject to stress constraints to
achieve predictable yield performance of static structures [20].
Using relative density as the only design variable, the authors
computed the effective elastic properties of the lattice mater-
ial, which was used to minimize the weight of the structure
under stress constraints. Wang et al used similar graded lat-
tices, but with the individual unit cells (mesostructures) them-
selves being graded to ensure good connectivity and reduce
stress concentration between adjacent mesostrcutures [21]. A
slightly different approach was employed by Zhang et al,
who increased the controllable design variables by including
different microstructures which could be assigned to prespe-
cified domains in the structure [22]. This two-tier optimiza-
tion, of both the shape and the domain-based microstructure,
helped improve the structural stiffness over simply graded
lattices. Das et al demonstrated a multiphysics (thermo-
mechanical) topology optimization to enhance structural per-
formance while improving heat dissipation at the same time
[23]. Instead of using lattices (ordered architecture), porous
cells (random architecture) were used in this approach, with
pore size and relative density being the design variables. Con-
trastingly, a graded lattice-based approach was employed by
Takezawa et al to improve fluid flow based convective heat
transfer, without considering mechanical responses [24].

Successful applications of topology optimization include
the creation of bio-scaffolds for hip implants [25, 26], the
design of aerospace structures [27], and elucidating the
structure–property relationship in plants [28]. In the field
of turbomachinery, however, most topology optimization
research have focused on improving the contour of the blades
[29, 30]. Some recent research have tried to improve themater-
ial layout or reduce the mass of turbine blades, but have failed
to consider the thermal aspects altogether [31] or have reached
results with unwanted thermal stress concentrations [32].

Here we present a materials-by-design approach applied to
a turbine blade using architected cellular materials with high
structural efficiency. The architected materials use a repeat-
ing pattern of 2.5D, honeycomb shaped unit cells, and allow
for the modification of material characteristics locally by con-
trolling the geometric parameters of the cells. Optimal local
material properties in the blade are found by creating a data-
base ofmaterial properties and then finding the optimal assign-
ment of these materials throughout the blade structure. This
approach is motivated by the use of material domains in [22],
but selects parameter optimization over topology optimization
for ease of implementation in this thermomechanical prob-
lem with temperature dependent material properties. The high
degree of local control enables our optimized turbine blade
to achieve more favorable temperature and stress profiles than
existing designs. Taking into cognizance the loading charac-
teristics of a turbine blade, we use an orthotropic, 2.5D design:
2D honeycombmaterials extruded along the radial direction of
rotation for the turbine blade. The direct load path of the extru-
sion provides high strength to withstand the centrifugal force,
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Figure 1. Design and performance of a traditional turbine blade. (a) Image of a turbine blade showing its different parts and the
direction of rotation. The two sectional planes indicate the section used for all analysis. (b) Orthogonal and perspective view of the section
showing the mechanical and thermal loads acting on it. (c), (d) Top view showing the results from a finite element (FE) analysis of the (c)
stress and (d) temperature fields generated in the turbine blade section due the mechanical and thermal loads acting on it (shown in panel B).

which is the dominant mechanical load on the turbine blade
[6]. The 2D cellular structure on the orthogonal plane provides
the ability to tune themechanical and thermal properties (relat-
ive density, effective in-plane elastic moduli, effective in-plane
thermal conductivities, etc.) in order to optimize the design.
We set up an evolutionary strategy (ES) based optimization
to minimize a measure of peak stress in the model, subject to
multiple constraints. The cellular architecture of the new blade
is enabled by recent advances in additive manufacturing with
metallic materials [33–35].

We structure our manuscript as follows: in theMethods sec-
tion a parametric study is conducted over the primary design
parameters of the unit cell to characterize its range of mechan-
ical and thermal properties. We then create subdomains in the
turbine blade cross-section over which we assign uniform unit
cell parameters and therefore homogeneous effective material
properties. Finally, we set up an optimization process using
the covariance matrix adaptation evolution strategy (CMA-
ES) algorithm [36] to determine the optimum material assign-
ments for each of the subdomains, subject to local and global
constraints. In the Results section we discuss the optimized
design and show the improvements over the baseline design,
followed by concluding remarks regarding future work.

2. Geometry

In this study we focus on a generalized honeycomb material
defined by the two lattice vectors a1 = [0, 2lsinθ] and a2 = [l(1-
cosθ), lsinθ], where l is the length of the edges and θ is the
internal angle between the horizontal and inclined edges of
the honeycombs (see figure 2(a)). The relative density ρ̄ is
controlled by the thickness ratio t/l, where t is the wall thick-
ness. Note that, to avoid stress concentrations we modified all
corners to have a fillet with radius equal to the wall thickness
t. By varying the angle θ and thickness ratio t/l (figure 2(c)),
we achieve a broad range of relative densities (4.5% to 63.5%,

figure 2(e)); where the relative density ρ̄ is calculated as the
ratio between the solid volume of the generalized honeycomb
and the volume of the unit cell described by the periodicity
vectors. The range of angles for θ is restricted between 60◦ and
180◦ due to the geometry of a hexagon; for beam t/l ratio, we
chose a range of 0.04 to 0.52 to produce geometrically allow-
able designs that can be 3D printed with commercially avail-
able metal 3D printers at the appropriate length scale for the
turbine blade selected for this study. The domain space of feas-
ible parameter combinations (green) is shown in figure 2(d),
as the thickness of the beams and the fillet radii between them
get larger, many parameter combinations becoming infeasible
(orange and red) restricting designs to a narrower range of
angles for θ.

3. Numerical characterization of the mechanical
and thermal properties of a generalized honeycomb
material

The mechanical properties of metamaterial structures with
honeycomb designs have been of interest to researchers for
many decades [37–44]. These studies have focused on 2D hon-
eycombs [37, 41, 44] have not included auxetic geometries
[41, 42], do not provide complete anisotropic elastic character-
ization [37, 40, 42, 43], or do not consider multiple cell para-
meters [41, 42, 44]. Due to our need for 3D anisotropic elastic
characterization on a broad set of extruded honeycombs across
diverse geometric variations we have performed our own char-
acterization. This additional characterization is further motiv-
ated by our need for the thermal properties of generalized hon-
eycomb materials, which have not attracted similar attention
and have not been characterized over the wide-ranging set of
geometries considered here.

To characterize both the mechanical and thermal proper-
ties of the architected materials, we performed FE simulations
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Figure 2. Generalized honeycomb unit cell: parameterization
and geometric properties. (a) A 2D tessellation of hexagonal cells
showing the selected rectangular unit cell and the lattice vectors. (b)
Characteristic design parameters of the unit cell: length l, wall
thickness t, angle θ, and fillet radius r. (c) Effect of unit cell
parameters θ and t/l on the shape of the generalized honeycomb
material. (d) Design space showing which combination of
parameters lead to feasible (green) and infeasible (orange and red)
designs. (e) Variation of relative density ρ̄ (ratio of solid volume to
unit cell volume) with θ and t/l.

of the 3D extruded unit cells with periodic boundary con-
ditions using the commercial software Abaqus 2017 (SIM-
ULIA™, Dassault Systèmes®). All FE simulations were per-
formed by generating a hexahedral mesh comprising of quad-
ratic elements with reduced integration (Abaqus element type:
C3D20R). We varied our mesh density with the thickness
of the beams in order to achieve accurate results. We per-
formed a mesh convergence study (figure S1 (available online
at https://stacks.iop.org/SMS/29/125004/mmedia)) and found
that reducing the element size smaller than t/6 did not change
the simulation results, and the results showed no dependence
on the number of elements used in the direction of extrusion
due to the presence of periodic boundary conditions.

3.1. Mechanical properties

We started by focusing on the mechanical properties and con-
ducted static analyses in which we subjected the unit cell to
nine different strain states (uniaxial, biaxial, and shear aligned

with each of the three planes of symmetry) to allow for cal-
culation of the orthotropic elastic stiffness tensor. In each pre-
scribed strain state, the average deformation and strain energy
stored in the unit cell are related to the average stress in the unit
cell according to the Hill-Mandel principle [45] The relation-
ship between the average stresses and average strains permits
calculation of the nine independent elastic constants [46].

Since the constitutive behavior of the bulk material was
modeled as an isotropic, linearly elastic solid, the elastic mod-
ulus of the bulk material used in the simulations can be simply
scaled to apply the results of these simulations to general-
ized honeycomb materials constructed with bulk materials
of any stiffness. It is noted here that no simple method or
scaling can be performed to transfer the results to materials
with different Poisson’s ratio. Importantly, nickel-chromium
based super-alloys, which are used to fabricate most turbine
blades (due to its high temperature capability and oxidation
resistance) exhibits a temperature dependent Poisson’s ratio.
To capture this effect, we performed the simulations twice;
once with the Poisson’s ratio at room temperature and again
with the Poisson’s ratio at the maximum operating temperat-
ure. The influence of the Poisson’s ratio of the bulk material
on the elastic properties of the generalized honeycomb was
then assumed to vary linearly between these two extremes,
while the effective stiffness of the generalized honeycombwas
simply scaled according to the temperature dependent elastic
modulus of the bulk material. In this way, the stiffness mat-
rix for the generalized honeycomb incorporates the temperat-
ure dependent elastic modulus and Poisson’s ratio of the bulk
material.

The characterization of themechanical properties—relative
elastic moduli and Poisson’s ratio—is shown in figure 3, which
cover large ranges within our design space. This data is also
provided in tabular format in table S1. Using the strain energy
calculated from the FE simulations we constructed the full
orthotropic stiffness matrix, and consequently calculated the
elastic moduli and Poisson’s ratios for each unit cell design.
As anticipated, all elasticmoduli have a strong correlationwith
the relative density (figures 2(d), S2): designs with higher t/l
values are stiffer. E33 depends only on the relative density ρ̄
of the honeycomb since the lattice structure is extruded along
the 3 direction. Quantitatively, the specific stiffness E33/ρ̄ is
found to be constant and identical to that of the bulk material.
The in-plane elastic modulus E22 increases around θ = 90◦;
as the hexagons degenerate into rectangles and have struts
aligned in the 2 direction. The generalized honeycomb pro-
duces reentrant geometry for angle θ < 90◦, which leads to
negative values for the in-plane Poisson ratios ν12 and ν21.
(figure 3) for most thickness ratios t/l. For dense designs with
t/l ≥ 0.24, the smallest permissible value for the angle θ
increases, and no designs in this range of thickness ratio t/l
are found to be auxetic. Even reentrant designs with θ = 85◦

are found to be non-auxetic when t/l ≥ 0.24. Auxetic designs
can always be found for t/l ≤ 0.2. The out-of-plane Poisson’s
ratios ν31, and ν32 have no dependence on the geometric para-
meters of the unit cell due to the extruded design. Overall, res-
ults from the parametric study are consistent with that found
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in prior investigations [37–44, 47–50], while providing the
complete database of mechanical properties needed for sub-
sequent optimization of the turbine blade.

3.2. Thermal properties

Next, we performed heat transfer FE simulations on the unit
cells to calculate the thermal conductivity and the maximum
possible amount of heat that can be transferred from the solid
region of the unit cells to the surrounding cooling flow. We
find that the relative thermal conductivities show a high cor-
relation with the relative density ρ̄, where the thicker beams
allow faster transport of heat. Due to the extruded nature of
the designs, k33 behaves similar to E33, depending only on ρ̄,
with k33/ρ̄ of all the cellular materials being identical to that of
the bulk material. The maximum heat these structures are able
to flux to the surrounding cooling flow however decreases with
relative density ρ̄. Thinner beams, especially with extreme
angles have higher surface area to volume ratio, and are there-
fore capable of high convective heat transport.

4. Optimization

Once the mechanical and thermal properties of the general-
ized honeycomb material have been characterized, they can
be utilized to assign customized local properties to the turbine
blade. This approach allows us to move away from the tradi-
tional design of a solid cross-section with hollow passages for
air flow (figure 5(a)) to a design that avoids large gradients by
making use of graded porosity. We chose to apply the archi-
tected design to only the body of the turbine blade (identified
in figure 1(a)), as this part of the blade has the most complex
cooling channels inside and has the most interaction with the
hot fluid flow. We perform our optimization on an extruded
2D section from the top of the blade body to demonstrate
the effectiveness of our design while keeping the optimization
process computationally feasible. Once demonstrated in 2.5D,
the approach can easily be applied throughout the blade body
to determine the assignments of architected materials in the
optimal design of an entire 3D turbine blade.

Optimizing the parameters of each unit cell in the blade
cross-section, however, is computationally prohibitive; so, we
divided up the blade cross-section into 23 discrete domains
(figure 5(b)), each of which is to be homogeneously assigned
a generalized honeycomb material from our database. The
domains are arranged in a layered structure containing 11, 7,
4 and 1 domains from the outermost to the innermost layer.
We kept an outer layer of solid Inconel to maintain the air-
foil shape free of disturbance from the architected materials
assigned these domains. This layer was again divided into
four more sub-layers, allowing them to be assigned as either
solid or architected, thus allowing the thickness of this solid
layer to be a design parameter. If assigned as architected, the
sub-layer would take on the properties of the nearest domain
in the interior of the blade. The domains assigned a general-
ized honeycomb material are parameterized by the four vari-
ables shown in figure 5(c). Each unique combination of these

parameters specifies the design of the generalized honeycomb
(θ and ρ̄), its orientation with respect to the blade geometry
(α), and the temperature of the cooling air flowing through it
(represented with by the heat flux fraction φ). Note that, since
from the results of our FE simulations we observed that most
of the properties were very strongly correlated with the relat-
ive density ρ̄ of the design (figure S2), we chose to use relat-
ive density ρ̄ instead of wall thickness ratio t/l as a defining
parameter of the unit cell for the optimization process. Fur-
thermore, we reshaped our domain space to have a rectangular
shape in order to remove conditional parameter selection dur-
ing the optimization process and hence make it simpler. An
example of this transformation (using elastic modulus E11) is
shown in figures 5(d)–(f).

Each turbine blade design was simulated with the ther-
momechanical loading of normal operating conditions. Sim-
ulations were performed in Abaqus 2017 on a model with
15 600 quadratic hexahedral elements with reduced integration
(C3D20R). First, a heat transfer simulation was performed,
where convective heating is assumed for the interaction
between the hot fluid and the turbine blade. Heat transfer to
the cooling air was modeled with the Abaqus user subroutine
(DFLUX), which directly defined the heat flux per unit volume
(as set by the optimization algorithm and limited by the proper-
ties of the selected generalized honeycomb) for each domain.
Once the thermal simulation was complete, the results were
used as initial conditions to calculate the stress caused by
thermal expansion in a mechanical simulation. This simula-
tion directly included centrifugal body forces present in the
simulated region of the turbine blade and included additional
loading from a shroud at the tip of the blade. This shroud is
outside the simulated region of the turbine blade. As a res-
ult, it is included in the model as an evenly distributed load
applied to the surface of the blade section that is furthest from
the center of rotation. The magnitude of the force in the dis-
tributed load is obtained from a simulation of the whole tur-
bine blade with the baseline geometry. Force balance on the
model was achieved by making use of the inertia relief load
in Abaqus, which was applied on the surface of the blade sec-
tion closest to the center of rotation to avoid stress concen-
trations associated with over constraint of displacements at
the boundary of the model. Nonetheless, due to the corners
in the model (located at the beginning and end of the extru-
sion), boundary effects existed in the calculated stress field.
As a result, we considered only the stresses from one layer
of elements in the extrusion direction, located furthest from
boundary effects.

We created an objective function related to the peak stress
ratios in the structure to evaluate the performance of different
designs.

[ϕ= ϕs+ pm+ pQ, ] (1)

where ϕ is the objective function, ϕs is the stress ratio, pm is the
mass penalty, and pQ is the flux penalty. The stress ratio (ϕs)
is defined at each integration point in the model as the ratio
between theMises’ stress and the temperature dependent yield
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Figure 3. Mechanical characterization of 2.5D generalized honeycomb materials. (a) Elastic and shear moduli at room temperature
(when Poisson’s ratio of the bulk material is νB = 0.377) for the generalized honeycomb materials, normalized by the corresponding bulk
properties. (b) Poisson’s ratio of the generalized honeycomb materials at room temperature.

stress of the bulk material at that point. The mean of the four
highest stress ratios in the model was used to determine the
contribution of the stress ratio to the objective function. The
additional contributions to the objective function come from
penalties that are added to constrain the mass and heat fluxed
to the cooling flow of the designs. A mass penalty (pm) defined
as

pm

{
0 ifmass≤ massoforiginaldesign
0.03+ mass−target mass

target mass if mass> mass of original design

}
(2)

was added to designs that had a mass greater than the baseline
design. Further, a heat flux penalty (pQ) given by

pQ =

{
0 if flux⩽ maximum allowable flux

0.01+ flux−target flux
target flux if flux> maximum allowable flux

}
(3)

was applied to keep the net heat flux from the blade to the
cooling flow below the maximum heat that can be removed at
the given temperature and flow rate of the cooling air. Note that
both penalty functions had a constant term and a proportional
term to bias the solution away from the exceeding themass and
flux limits. The magnitude of the constant term was adjusted

Figure 4. Thermal characterization of the 2.5D generalized
honeycomb materials. (a)–(c) The different components of thermal
conductivity tensor for generalized honeycomb materials,
normalized by the corresponding bulk properties. (d) The maximum
volumetric heat flux possible for the different unit cell designs.

during small, exploratory optimization runs in order to choose
a penalty that was just large enough to ensure that the mass
and heat flux constraints would be respected by the optimal
solution.
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Figure 5. Parameter space remapping and domain generation in the turbine blade section. (a) The cross-section of a traditional
turbine blade. (b) The cross-section of our proposed design with architected materials. The section is divided into multiple domains to
discretize the material property assignment. (c) Effect of the four optimization variables—honeycomb angle θ, orientation angle α, relative
density ρ̄, and heat flux fraction φ—on the generalized honeycomb material assigned to each domain. (d)–(f) The parameter space is
remapped from being defined by (d) thickness ratio t/l and angle θ to (e) relative density ρ̄ and angle θ, which is further scaled and
interpolated to achieve (f) a rectangular parameter space.

4.1. Motivation for meta-function from simulations with
random property assignments

In order to gain some insight in the relation between the optim-
ization variables of each domain and the objective function, we
performed simulations with randomly assigned variables. The
optimization variables are the generalized honeycomb geo-
metric parameters of relative density ρ̄ and angle θ, as well
as the orientation of unit cells in each domain α, the heat
flux φ to the cooling flow from each domain as a fraction of
the maximum possible due to its geometry, and the thickness
of the solid outer layer t. Only the last variable is a global
variable, the other four variables are applied independently to
each domain, which makes the total number of variables to be
23× 4+ 1= 93.

From the 25 000 random simulations a clear correlation
between the global parameters of outer shell thickness and
the heat transferred to the cooling flow from the turbine
blade correlate to an improvement of the objective function
(figure 6(b)). Following this trend, all future simulations are
performed with the thickness of the outer shell layer at its

maximum. Due to the cyclic positioning of domains in each
layer of the blade and the expectation that sharp changes
in material properties across adjacent domains will increase
stress—it is expected that domain specific variables that take
cyclic values in each layer of domains will produce the low-
est objective function values. This trend clearly emerges from
the best of the random designs for the relative density ρ̄ in
the outer layer of domains. Since a similar variation of proper-
ties is likely beneficial for the other optimization variables, we
utilized this trend to reduce the dimensionality of our optim-
ization function by introducing a meta-function to assign the
variables in the domain layers. The meta-function for the hon-
eycomb angle, orientation and flux fraction was defined as a
sinusoidal function as following:

yi(n) = xi,1 + xi,2 cos
(
π
n
N
+ xi,3

)
+ lxi,4,∀i

∈ [honeycomb angle, orientation angle, flux fraction]
(4)
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Figure 6. Simulation setup and trends from random parameter assignments. (a) The domains and layers discretized for property
assignment. The outermost layer is solid, while the subsequent three layers can be either solid or architected. The thicknesses of the outer
layers are provided with respect to the shell thickness T of the baseline design. All numbered domains are architected. (b) Moving average
(over 50 simulations) of the number solid outer layers and net heat flux as arranged by simulation rank. The number of solid layers assigned
to the model is made discrete [0, 1, 2, or 3] by rounding the value to the nearest integer. The number of solid layers tends toward three, while
the magnitude of the heat flux increases with improving simulation rank (simulation rank 1 is the design with the lowest objective function
value). (c) Assignment of material properties across domains, as obtained from the best performing random simulations. The observed
periodic trend in layer 1 for the relative density ρ̄ motivates the meta-function for optimization.

where yi(n) is the value of variable i in the nth domain in a
layer, N is the total number of domains in the layer, l is the
layer number (3 for the outermost layer and 0 for the inner-
most), and xi,j are constants. Since the relative density ρ̄ has
a strong effect on the effective thermomechanical properties
of the generalized honeycomb materials and also appeared to
be the dominant parameter in the set of designs with random
property assignments, we allowed more freedom to the meta-
function for relative density ρ̄ by incorporating frequency
modulation:

yrelative density(n) = x1 + x2 cos
[
2πx3

n
N

+ x4 sin
(
2πx5

n
N

)
+ x6

]
+ lx7

(5)

These meta-functions allowed us to reduce the number of
optimization variables to 3× 4+ 7= 19 while enforcing a
cyclical variation of optimization variables in each layer.
The enforced sinusoidal assignment of parameter value also
ensures a smooth transition in properties among neighbor-
ing domains, avoiding stress concentrations at the domain
interfaces.

4.2. Optimized design

We used the CMA-ES algorithm in a Python environment
(using the pycma package [51]) to find the meta-function
parameters that minimize the peak stress ratio on the tur-
bine blade. CMA-ES is an optimization algorithm that is well
suited for non-linear, non-convex, multi-dimensional func-
tions with many local minima. This gradient free algorithm

selects candidate solutions from multivariate normal distribu-
tions over the design space. The mean and covariance mat-
rix (which indicates the pairwise dependencies between the
variables) of the distribution are updated in each iteration
as detailed in [29]. The objective function to be minimized
(equation (1)) includes penalties for designs that violate con-
straints for allowable mass and heat transfer to the cooling
flow, since the former cannot be enforced by CMA-ES and
the latter is only known after the candidate solution has been
evaluated. Given the dimensionality of our optimization func-
tion, we used a population size of 90 for each optimization
iteration. All of the optimization variables were rescaled and
constrained to a [0, 1] range to ensure they have same weights.
The arguments passed by the optimization algorithm were
used to determine the meta-function value at the centroid for
each domain. That meta-function value specified the optim-
ization variables, including the generalized honeycomb geo-
metric design parameters and then assigned the correspond-
ing material properties from our database to each domain
of the turbine blade section. With the turbine blade model
formed, the mass of the design was calculated and the thermo-
mechanical loading on each design was simulated in Abaqus.
The total heat fluxed from the blade along with the fields
of Mises’ stress and temperature were then extracted from
the simulation results and used to calculate the objective
function, including any penalties associated with constraint
violation.

Figure 7(a) shows the convergence of the objective function
value over 200 iterations of the optimization process. The con-
vergence and monotonic reduction of the maximum stress and
the stress capacity is shown in figure 7(b). The solid volume
of the turbine blade also increases to the maximum amount
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Figure 7. Optimization convergence and results. (a) Convergence of the objective function with increasing iterations. The best objective
function value is 0.153, which corresponds to the maximum stress ratio in the optimal solution. (b) The maximum stress and stress ratio
both decrease as the optimization progresses. (c) The volume constraint penalty decreases to zero, but the average solid volume increases
with increasing iterations. The solid line represents the average value of the parameter over all simulations in an iteration, while the shaded
area represents the standard deviation. (d) Distribution of the different design parameters over the turbine blade cross-section.

possible before triggering the mass penalty constraint (pm) as
the optimization converges (figure 7(c)). In all the graphs, the
solid line and the shaded area indicate the mean and standard
deviation of the variable represented over all the 90 simula-
tions in an iteration.

The optimized variables are shown in figures 7(d)–(f). A
clear preference for the honeycomb angle θ across all domains
can be seen in figure 7(d), where the minimum possible value
of 65◦ specifies that the most auxetic reentrant honeycomb in
our database is best. The auxetic material outperforms more
conventional materials by relieving in-plane stresses, which
are mostly the product of thermal gradients. Although the
optimization reduces the thermal gradient, stress reduction can
more effectively be accomplished by reducing the in-plane
stiffness of the material. The auxetic generalized honeycomb
does just that, without reducing stiffness the direction of extru-
sion, where it is needed to resist the centrifugal loading.

Figure 7(e) shows that the optimal variation in relative
density ρ̄ is to be constant within domain layers and reduce
across layers of the turbine blade. This makes a radially graded
porous structure, with denser outer layers that transition to
an almost hollow center. This result can be rationalized by
considering the different forces and where they are acting on
the turbine blade section: There are two pathways for cooling
the interior of a turbine blade: transfer the heat to the cooler
portions of the turbine blade by conduction and transfer the
heat to the convective cooling flow. Improving these pathways,
however, requires different designs of the generalized hon-
eycomb material; more heat transport by conduction comes
with higher relative densities, while more heat transport by
convection comes with lower relative densities (figure 4). This

opposing requirement is taken care of in the optimized solu-
tion by assigning the outer layers with a high relative density ρ̄
material and the interior with much lower density ρ̄. The outer
layer, being in contact with the hot fluid, heats up the most;
and the high relative density ρ̄ of this layer allows efficient
conduction to the interior of the turbine blade. Since some con-
vective cooling occurs along the way to the inner layers, not
as much conduction is necessary in these layers. Instead, the
low relative density ρ̄ of the interior allows efficient convect-
ive cooling. The denser layers near the exterior also helps to
reduce the thermal gradient, which is another driver of stress.
Finally, the denser layers near the exterior also increase the
secondmoment of area, which lowers stresses caused by bend-
ing moments.

Figures 8(a), (b) show the original and optimized design,
each displaying the stress and temperature distribution over
the section of the turbine blade body for comparison. It can be
seen easily that not only has themaximum stress and temperat-
ure decreased for the optimized design, but also their variation
is more uniform with less steep gradients. Figures 8(c)–(e)
provide a quantitative comparison between the original and
optimized design in terms of the most important paramet-
ers; the line shows the mean value, the box indicates the ± 1
standard deviation range and the whiskers show the interquart-
ile range. In the optimized design, the mean Mises’ stress is
reduced by 42.2%, while the mean temperature above cool-
ing flow shows a 72.1% reduction. The maximum stress also
decreases significantly, by 35.4%. Similarly, the maximum
temperature also decreases by 17.5%, which means that the
temperature of the hot air-fuel mixture around the turbine
blade can also be increased by a similar amount. The reduction
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Figure 8. Comparison to and improvement over original design. (a), (b) Results from FE analysis showing the normalized Mises’ stress
and temperature fields of the (a) original and (b) optimized design during operation. The color bars encompass the range of Mises’ stress
and temperature over both designs to facilitate comparison. (c)–(e) Comparison of various measures of central tendency and dispersion
between the original and optimized design showing the reduction of (c) Mises’ stress (normalized by the maximum stress), (d) temperature
difference between the blade and the cooling flow (normalized by the temperature of the cooling air flow), and (e) stress ratio. For stress
ratio, the mean of the four highest values in the model is indicated as the max value as this mean was used to calculate our objective
function. All statistics are obtained after mass averaging over the entire model.

in stress and thermal expansion results in smaller deformations
during operation, with the mean maximum principal strain
reducing by 18.5% (figure S5). While the separate reduc-
tions of stress and temperature are beneficial, the objective
of the optimization was to minimize the stress ratio, which
considers the thermal and mechanical fields together. Min-
imization of the stress ratio is equivalent to maximizing the
factor of safety, which in the optimized design is dramatically
increased to 6.54 from 2.41 (171.4% increase) in the baseline
design.

5. Conclusion

Here we demonstrated an approach to utilize architected
materials to improve the performance of turbine blades. We
began by performing a complete thermo-mechanical charac-
terization of 2.5D generalized honeycomb materials by FE
simulations followed by optimizing a section of a turbine
blade to ascertain the best assignment of local properties to

minimize the stress developed during operation. The final
design achieved as a result of the optimization process has
several advantages over traditional turbine blade designs. First
and most importantly, the maximum stress and temperature
reached during operation is significantly lower in the optim-
ized design. This indicates that the new design can tolerate hot-
ter turbine inlet temperatures to increase the thermodynamic
efficiency of the engine. Second, a much more uniform stress
and temperature profile were achieved. Additionally, hollow
passages for cool air were replaced by a porous structure,
which allowed better dispersion of air throughout the blade
and more surface area for heat transfer and led to a signific-
ant drop in the average temperature of the blade. Furthermore,
this strategy can be used to create a tradeoff between the mass
of the blade and the stress developed during operation. Design
optimization to achieve minimum mass while maintaining the
original stress capacity can be performed to emphasize weight
reduction, which can also improve operational efficiencies.

The strategy for using architected materials in turbine
blades, at its present level of development, also has three
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limitations: (i) The homogenized stress within the generalized
honeycomb is used, neglecting local stress concentrations. The
stress concentrations for generalized honeycomb were found
to be large for some stress states (e.g. in plane shear), but local
and homogenized stresses are the same for uniaxial stress in
the direction of extrusion, which is prevalent in the optim-
ized design. (ii) It does not consider a smooth transition of
unit cell design from one domain to another. While the use
of a sinusoidal meta-function restricts large changes between
two adjacent domains, there are still some stress concentra-
tions at the interface between domains. Moreover, the join-
ing of two adjacent unit cells with different designs is also not
considered. (iii) Only static loads and their responses are con-
sidered in this study. Gas turbine engines are designed to min-
imize dynamic loads such as vibration and asymmetric load-
ing, and these effects can be evaluated in a modal analysis to
further improve the optimization results. Nevertheless, the res-
ults obtained from this study are encouraging and suggest that
further investigation will lead to improved turbine blades that
can enable more efficient engines.

There is sustained interest in the pursuit of gas turbine
engines with greater efficiency. Two of the most actively stud-
ied avenues to increase efficiency are the development of
new 3D printing technology to additively manufacture tur-
bine blades [52] and the use of ceramic materials for turbine
blades [53]. The approach we have taken is compatible with
both routes, ensuring that our design is aligned with the future
trends of the turbine industry, and presents the opportunity to
boost the performance of turbine blades across the spectrum
of gas-turbine applications.
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